


UNIQUE LIGHTING SYSTEMS

12V Intelli-Matic Transformer Series

FEATURE BENEFIT

Locking hinged door Makes transformer tamper proof after installed
Hinged lid Easy access to wiring compartment

13 Secondary output taps Multiple output voltages to choose from.

13 Fused common taps Ability to fuse each homerun to wire load
Unique 2 peice mounting system The new 2 peice mounting system allows the

installer to level and mount a bracket to the
wall and then slide the transformer onto the

bracket
All units have a factory installed Reduces inrush current during
Thermister transformer start up

OPTIONAL ACCESSORIES (Sold Separately)
T = Timer (Paige Electric manual timer with illuminated faceplate)

DT-2 = Digital Timer (Wall mounted 2 outlet digital timer)
SEQUENCER (All-On Module)

SNPN2 = Photocell (Snap in Photocell)
SNPCJ = Jumper (Photocell bypass jumper)
SNPCRM = Remote PC 25’ (Snap in Photocell with 25’ of cable and a junction box)

INUSESINGLE = In use cover single gang (TayMac water proof outlet cover for single gang box)

INUSEDOUBLE = In use cover double gang (TayMac water proof outlet cover for double gang box)
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Straight Blade (NEMA 5-20R) GFCI
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