


OPTIONAL ACCESSORIES (Sold Separately)
T = Timer
DT-2  = Digital Timer
SEQUENCER
SNPN2  = Photocell
SNPCJ  = Jumper
SNPCRM  = Remote PC 25’ 
INUSESINGLE  = In use cover single gang

INUSEDOUBLE  = In use cover double gang
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24 Volt secondary output. Secondary amperage is 1/2 of 12V.
Secondary voltage drop is 1/2 of 12V.
Up to 20% more e�cient than 12V. 

Thermister on 600,840 
and 1120. 

Reduces inrush current during 
transformer start up.

Transformer cores are 
impregnated with Elantas 
insulating varnish.

Virtually eliminates buzzing and 
humming.

Seals the core from weather.

Up to eight di�erent 
secondary voltage taps.

Allows installer to compensate 
for voltage drop.

Virtually eminates the need for 
costly 8 AWG and 10 AWG cable.

FEATURE BENEFIT

24v Intelli-Matic Transformer Series
UNIQUE  LIGHTING  SYSTEMS

(Paige Electric manual timer with illuminated faceplate)
(Wall mounted 2 outlet digital timer)

(All-On Module)

(Snap in Photocell)
(Photocell bypass jumper)

(Snap in Photocell with 25’ of cable and a junction box)

(TayMac water proof outlet cover for single gang box)

(TayMac water proof outlet cover for double gang box)


