




UNIQUE
LIGHTING  SYSTEMS

Glare / Light Trespass
Shroud: Angled / Reduces incidental fixture glare
Lenses
Tempered Glass / High strength and vandal resistant
Frosted, Dimpled, Linear, Spread / Ability to fine tune desired light output and change beam spread

Nautilus - SIGNATURE SERIES

Underwater Light
Underwater Light

3.9 - 5.4

Stainless Steel Construction
with Silicon O-Ring Seal

50 Feet 16/2 STOOW Black Cord

Liquid Tight
Cord Grip

Tempered Glass Lens

Berylium Copper Pre-Greased Socket with
35 Watt MR-16 FMW, 10,000hr Rating

10" Stainless Steel Base

4.28

4.1



UNIQUE LIGHTING SYSTEMS, INC.
1240 Simpson Way
Escondido, CA 92029

800.955.4831
www.uniquelighting.com

No Lens                         Spread Lens                    Frosted Lens           Linear Spread Lens

LENS COMPARISON
(factory supplied designer lens kit)

NOTES

Graphic Representation Only.  Not to scale.  Our factory supplied deigner lenses are used for the adjustment of the beam spread and light intensity.
Graphic shown using 35W MR-16FMW 36 .

Normal light/beam output per 
lamp manufacturer’s specs

For greater beam spread For reduced light output and
greater beam spread

For narrow beam spread


