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11” Sq.

11” Sq.
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Dimensional Drawings

Listed for wet locations
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STN-1A

STN-1B

STN-2

STN-3A

STN-4A

120
(1)

208
(2)

240
(3)

277
(4)

480
(5)

Anchor Base
(AB)

*consult factory for 
mounting information

Bronze
(BZ)
Black
(BK)
White
(WH)
Green
(GN)
Grey
(GY)

    Silver Metallic
(SL)

Internal Light Shield
(ILS)

   Light 
   (LT)

   Medium 
   (MD)

   Heavy 
   (HV)

STN

M. Tap
(6)

*Please consult
factory for Compact 
Fluorescent options.

Louver Color

Texture

           PS, HPS

           PS, HPS

           PS, HPS

    (M), (P), (S)

Finish

Finish

*Multi-Tap 
ballast is 
standard and 
wired at 277v
unless
specified.

347v available;
consult factory.

Fusing
*Single In-Line Fuse

(SF120)         (SF277)

*Double In-Line Fuse

(DF208)        (DF240)
(DF480)

*Specify voltage

*Specify voltage

45º Cut-Off 
Grill
(COG)

Horizontal
Grill
(HZG)

           PS, HPS

   CF - Compact
           Fluorescent
  MH - Metal Halide
   PS - Pulse Start
           Metal Halide
HPS - High Pressure
           Sodium

t

50 (50)

70 (70)

100 (100)

150 (150)

The Stonegate Series  of concrete bollards are designed to enhance and 
blend with architectural and natural landscapes. Beautifully crafted with tex-
tured  finishes in a variety of shapes and cast grill louver designs. Optics pro-
vide smooth, 360 degree symmetrical low level illumination. Durably built for 
weather and vandal resistance. Ideal for walkways, entrances, promenades, 
plazas, courtyards, driveways, bridges and landscaped areas. (8 inch bollard 
shown above with light texture, natural finish.)

HOUSING:  Steel-reinforced pre-cast hollow core concrete in round or square 
shapes, four top styles and three textured finishes. Rugged cast aluminum 
grill louvers.

OPTICS: Uniform Type V symmetrical light distribution. Optional internal 
light shield for Type III distribution.

LOUVER FINISH: Durable Quali-Guard® polyester powder coat textured 
�nish, available in a selection of architectural colors. 

LAMP: A selection of HID light sources from 50 through 150 watts are of-
fered, including high effi ciency Pulse Start lamps. 

BALLAST: Premium CWA or HPF regulating auto transformer, in Metal Ha-
lide, High Pressure Sodium, Pulse Start Metal Halide, and Compact Fluo-
rescent. Mounted to bracket attached to optical assembly.

STONEGATE

*approx lbs based on heaviest con� guration w/packaging

UNIQUE LIGHTING SYSTEMS, INC.

1240 Simpson Way  •  Escondido, CA  •  92029
Tel: 800.955.4831  •  Fax:760.740.0977

www.uniquelighting.com

STN-1A
STN-1B

STN-2 STN-3A STN-4A




